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MODIFIED PROVISIONAL USE APPROVAL
Pursuant to Title 5, 310 CMR 15.000

Name and Address of Applicant:

Bio-Microbics, Inc.
8450 Cole Parkway
Shawnee, KS 66227

Trade name of technology: MicroFAST Treatment System Models MicroFAST 0.5, 0.75, 0.9,
1.5, 3.0, 4.5 and 9.0; HighStrengthFAST Treatment System Models HighStrengthFAST 1.0, 1.5,
3.0, 4.5 and 9.0 and NitriFAST Treatment System Models NitriFAST 0.5, 0.75, 1.0, 1.5, 3.0, 4.5
and 9.0 (hereinafter the " System™). Schematic drawings illustrating the System and a technology
checklist are attached and is part of this Approval.

Transmittal Number: W019014
Date of Issuance: January 27, 2004
Expiration date: January 27, 2009

Authority for Issuance

Pursuant to Title 5 of the State Environmental Code, 310 CMR 15.000, the Department of
Environmental Protection hereby issues this Modified Approval to: Bio-Microbics, Inc., 8450
Cole Parkway, Shawnee, KS 66227 (hereinafter "the Company"), for Provisional Usein the
Commonwealth of Massachusetts for the System described herein. Sale and use of the System
are conditioned on and subject to compliance by the Company and the owner(s) of each installed
system (hereinafter, the “owner(s)” or the “ System owner(s)”) with the terms and conditions set
forth below. Any noncompliance with the terms or conditions of this Approval constitutes a
violation of 310 CMR 15.000.

Glenn Haas, Director Date
Division of Watershed Management
Department of Environmental Protection

Thisinformation isavailablein alternate format. Call Debra Doherty, ADA Coordinator at 617-292-5565. TDD Service - 1-800-298-2207.
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Purpose

1.

The purpose of this Modified Approval isto allow installation and operation of all
approvable Systems submitted to the local approving authorities as of the date of
this Modified Approval on aProvisiona Use basis, in order to further evaluate
the capabilities and performance of the System. The specific goals of the further
evaluation are to determine:

i if the System is capable of consistently reducing the total nitrogen (TN =
TKN+NO,+NO3) concentration in the effluent discharged to the soil
absorption system (SAS) so that the Department may allow an increase
in the loading rate per acre on a General Use basisin areas subject to
nitrogen loading limitations,

ii. if the System is capable of meeting or exceeding effluent limitations for a
Recirculating Sand Filter (RSF) set forth at 310 CMR 15.202 (4), and

iii. if atleast 90 percent of theinstalled Systems perform at alevel at least
equivalent to that of an RSF as set forth in 310 CMR 15.202 (4).

With the necessary local permits and local approvals required by 310 CMR
15.000, this Modified Provisional Use Approval authorizes the use and
installation of the System in Massachusetts, and requires testing so that the
Department can determine whether the System consistently can or cannot function
to effectively reduce total nitrogen in the effluent.

The System may only be installed on facilities that meet the criteria of 310 CMR
15.286(4) and are approved by the local approving authority.

1. Design Standards

1.

The System is a Fixed Activated Sludge Treatment (FAST) system with Models
MicroFAST 0.5, 0.75, 0.9 and 1.5, HighStrengthFAST 1.0 and 1.5 and NitriFAST
0.5, 0.75, 0.9 and 1.5 consisting of a single tank having a primary settling zone
and an aerobic biological zone. Solids are trapped in the primary settling zone
where they settle. In the aerobic zone, the bacteria colony attaches itself to the
surface of a submerged media bed and feeds on the sewage as it circulates.
Models MicroFAST, HighStrengthFAST and NitriFAST 3.0, 4.5, and 9.0 consist
of astandard Title 5 septic tank for settling solids and a second tank with the
submerged media for aerobic treatment.

Models MicroFAST 0.5, 0.75 and 0.9, HighStrengthFAST 1.0 and NitriFAST 0.5,
0.75 and 0.9 shall be installed in the second compartment of a two-compartment
septic tank with atotal liquid capacity of at least 1,500 gallons. Models
MicroFAST, HighStrengthFAST and NitriFAST 1.5 shall beinstalled in the
second compartment of a 3000 gallon tank. The two-compartment septic tank
shall be installed between the building sewer and a standard Title 5 Soil
Absorption System (SAS) constructed in accordance with 310 CMR 15.100 -
15.279, subject to the provisions of this Approval. Models MicroFAST,
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HighStrengthFAST and NitriFAST 3.0, 4.5 and 9.0 shall be installed between a
septic tank designed in accordance with 310 CMR 15.223 and the SAS.

The System shall beinstalled in series between the building sewer and the soil
absorption system of astandard Title 5 system constructed in accordance with 310
CMR 15.100 — 15.279, subject to the provisions of this Approval.

New Construction less than 2,000 gpd: When the System is used in areas subject
to the nitrogen loading limitations of 310 CMR 15.214, an increase in calcul ated
allowable nitrogen loading per acre is allowed for facilities with a design flow of
less than 2,000 gallons per day (gpd) as provided in 310 CMR 15.217(2). When
used in such aress:

i for residential facilities, the design flow shall not exceed 660 gallons per
day per acre (gpda), and the System shall not exceed 19 milligrams per
liter (mg/L) total nitrogen (TN) concentration in the effluent measured as
the total TKN (total Kjeldhal Nitrogen), NOs-N (Nitrate nitrogen) and
NO2-N (Nitrite nitrogen).

ii. for non-residential facilities, the design flow shall not exceed 550 gpda,
and the System shall not exceed 25 mg/L TN concentration in the effluent.

New Construction 2,000 gpd to less than 10,000 gpd: For all facilities with design
flows of 2,000 gpd to less than 10,000 gpd, the design flow shall not exceed 440
gpda and the System shall not exceed 25 mg/L TN concentration in the effluent.

[1. General Conditions

1.

All provisions of 310 CMR 15.000 are applicable to the use and operation of this
System, the System Owner and the Company, except those that specifically have
been varied by the terms of this Modified Approval.

ThisModified Approval shall be binding on the System Owner and on its agents,
contractors, successors, and assigns, and the Company and its officers,
employees, agents, contractors, successors, and assigns. Violation of the terms
and conditions of this Modified Approval by any of the foregoing persons or
entities, respectively, shall constitute violation of this Modified Approval by the
System owner or the Company unless the Department determines otherwise.

Any required operation and maintenance, monitoring and testing shall be
performed by the Company or its approved operators in accordance with a
Department approved plan. Any required sample analysis shall be conducted by
an independent U.S. EPA or Department approved testing laboratory, or a
Department approved independent university laboratory, unless otherwise
approved by the Department in writing. It shall be aviolation of this Modified
Approval to falsify any data collected pursuant to an approved testing plan, to
omit any required data or to fail to submit any report required by such plan.
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10.

11.

The facility served by the System and the System itself shall be open to inspection
and sampling by the Department and the local approving authority at all
reasonabl e times.

In accordance with applicable law, the Department and the local approving
authority may require the System owner(s) to cease operation of the system and/or
to take any other action deemed necessary to protect public health, safety, welfare
and the environment.

The Department has not determined that the performance of the System will
provide alevel of protection to public health, safety, welfare and the environment
that is at least equivalent to that of a sanitary sewer system. Accordingly, no
System shall be upgraded or expanded, if it is feasible to connect the facility to a
sanitary sewer, unless as allowed by 310 CMR 15.004.

Design, installation and operation shall be in strict conformance with the
Company's approved plans and specifications, 310 CMR 15.000 and this
Modified Approval.

The System is approved in connection only with the discharge of sanitary
wastewater. Any non-sanitary wastewater generated or used at the facility served
by the System shall not be introduced into the System and shall be lawfully
disposed of.

All effluent samples shall be taken at a flowing discharge point, i.e.- distribution
box, pipe entering a pump chamber or other location from the treatment unit
approved by the Department in writing. Any required influent sample shall be
taken at alocation that will provide arepresentative sample of the influent.
Influent sample locations shall be determined by the System designer and the
Company and shall be selected so that the influent characteristics are not
changed by the System recycle.

Effluent discharge concentrations shall meet or exceed secondary treatment
standards of 30 mg/L carbonaceous biochemical oxygen demand (CBODs) and 30
mg/L total suspended solids (TSS).

For Systemsinstalled at residential facilities with design flows less than 2,000
gpd, TN concentration in the System effluent shall not exceed 19 mg/L. For
Systemsinstalled at all non-residentia facilities and residential facilities with
design flows 2,000 gpd or greater, TN concentration in the System effluent shall
not exceed 25 mg/L.

Conditions Applicable to the System Owner

1.

Prior to installation of the System, the proposed owner shall obtain a Disposal
System Construction Permit in accordance with 310 CMR 15.020 from the local
approving authority. The application to the local approving authority shall
include a certification signed by the Company or its designee that the System has
been designed in accordance with the Company’ s requirements, 310 CMR 15.000
(Title 5) and this Modified Approval. The Certification shall be consistent with
the model attached hereto as Exhibit A. This Company certification in no way
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changes the requirements of 310 CMR 15.220 (1) and (2). Department approval
of the System design is not required unless the Department determines on a case-
by-case basis pursuant to its authority at 310 CMR 15.003(2)(e) that the proposed
System requires its review.

The System owner shall at all times have the System properly operated and
maintained in accordance with this Modified Approval, the designer's operation
and maintenance requirements and the Company's Department approved
procedures and sampling protocols.

Operation and Maintenance agreement:

Throughout its life, the System shall be under an operation and
maintenance (O& M) agreement. The System owner shall be responsible
for maintaining a contract with the Company or the Company’s approved
operation and maintenance contractor throughout the Provisional Use
Approval period unless and until the System is Certified for General Use
by the Department. Subsequent to General Use Certification of the
system, O& M agreements shall be for at least one year and may be with
any Massachusetts certified operator of the appropriate grade that has
received training by the Company on the operation of the System.

No System shall be used until an O& M agreement is submitted to the local
approving authority which:

a provides for the contracting with the Company or a Company
approved operation and maintenance contractor that has been
trained by the Company to operate the System consistent with the
System's specifications and any additional operation and
mai ntenance requirements specified by the designer, the local
approving authority, or the Department;

b. contains procedures for notification to the Department and the
local approving authority withinfive daysof knowledge of a
System failure and for corrective measures to be taken
immediately;

C. contains a plan to determine the cause of effluent total nitrogen
limit violations that occur any time after the first three months of
operation, if such violations occur on two consecutive sampling
events,

d. provides the name of an operator, which must be a Massachusetts
certified operator if oneisrequired by 257 CMR 2.00, that will
operate and monitor the System (hereinafter the " System
operator"). The System operator must inspect and operate and
maintain the System at least every three months and anytime there
isan alarm event for residentia facilities with adesign flow less
than 2,000 gpd and, unless otherwise approved in writing by the
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Department, at least monthly for facilities with a design flow 2,000
gpd or greater and all non-residential facilities.

Anytime the System operator is changed, within seven days of such change, the
System owner shall notify the local approving authority and Company in writing
and submit a copy of the new agreement to operate and monitor the System to the
local approving authority and the Company. The new operator must have received
Company approved training on the System.

The System owner shall furnish the Department or the local approving authority
any information, which either entity may request regarding the System, within 21
days of the date of receipt of that request.

Prior to transferring any or al interest in the facility served by the System, or any
portion of the facility, including any possessory interest, the System owner shall
provide written notice of all conditions contained in this Approval to the
transferee(s). Any and all instruments of transfer and any leases or renta
agreements shall include as an exhibit attached thereto and made a part thereof a
copy of thisModified Approval for the System.

For year round residential facilities with design flows less than 2,000 gpd, effluent
from the System shall be monitored at |east once per calendar quarter. Any
sample collected within 60 days or more than 90 days of a previous sample shall
not be considered arequired quarterly sample. For all non-residential facilities
and residential facilities with design flows of 2,000 gpd or greater, both influent
and effluent shall be monitored monthly. The following parameters shall be
monitored: pH, influent BODs, effluent CBODs, TSS, akalinity and TN. Each
time the System is monitored, the water meter, if a water meter isinstalled, shall
be read and the water use recorded.

For seasonal residential facilities where the residence is occupied fewer than six
months per year, effluent from the System shall be monitored twice per season;
initially 45 days after occupancy, and if the residence is occupied during an
additional calendar quarter, once during that following quarter prior to System
shut down. The following parameters shall be monitored: pH, CBODs, TSS, TN
and alkalinity. Each time the System is monitored, the water meter, if a water
meter isinstalled, shall be read and the water use recorded.

Prior to the issuance of a Certificate of Compliance for the System, the System
owner shall record and/or register in the appropriate Registry of Deeds and/or
Land Registration Office, a Notice disclosing the existence of the alternative
septic system subject to this Approval on the property. If the property subject to
the Notice is unregistered land, the Notice shall be marginally referenced on the
owner's deed to the property. Within 30 days of recording and/or registering the
Notice, the System owner shall submit the following to the local approving
authority: (i) a certified Registry copy of the Notice bearing the book and
page/instrument number and/or document number; and (ii) if the property is
unregistered land, a Registry copy of the owner's deed to the property, bearing the
marginal reference.
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10.

Prior to the issuance of a Certificate of Compliance for the System, the Company
shall submit to the local approving authority and the System owner a signed
certification that the System has been installed in accordance with the Company’s
requirements and this Modified Approval. This certification in no way changes
the requirements of 310 15.021(3). The System owner shall not make any changes
to the System including landscaping that changes access to the System without the
approval of the Company and the local approving authority.

V. Conditions Applicable to the Company

1.

By March 1% of each year, the Company shall submit an annual report to the
Department signed by a corporate officer, general partner or Company owner that
contains all sampling and inspection information collected on the System for the
previous calendar year and presents a report on the System’ s capability to meet
the Modified Approval’s effluent requirements. The report shall include the
following information:

i Details on total number of units of the System sold for usein
M assachusetts during the previous year; the address of each installed
System, the owner's name and address, the type of use (e.g. residential,
commercial, school, institutional) and the design flow and model;

ii. Date when system was installed and started up;

iii. Tabulation of the sampling parameters and results with backup inspection
and laboratory sheets available upon request;

iv. Statistical analysis of the sampling results including but not limited to
average and mean values with the percentage of systems that are meeting
the effluent limits compared to the systems that are out of compliance;

V. Tabulation of systems that are out of compliance, reasons for non-
compliance and any corrective action taken including but not limited to
design, installation and/or operation or maintenance changes required to
reach compliance;

Vi. The inspection results recorded on a Department approved inspection form
and atechnology checklist, copies of which are attached to this Modified
Approval. Theforms must be completed by the System operator and
submitted to the Department with the annual report.

vii. A general summary of the results for the year, any recommended changes
to the design, installation and/or operation and maintenance procedures
and a schedule for implementing those changes; and

viii.  Thethree year report on the operation of the System shall be prepared as
required by item 8 below.

The Company shall notify the Director of the Watershed Permitting Program at
least 30 days in advance of the proposed transfer of ownership of the technology
for which this Modified Approval isissued. Said notification shall include the
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name and address of the proposed new owner and a written agreement between
the existing and proposed new owner containing a specific date for transfer of
ownership, responsibility, coverage and liability between them. All provisions of
this Modified Approval applicable to the Company shall be applicable to
successors and assigns of the Company, unless the Department determines
otherwise.

The Company shall make available to owners, operators, designers and installers
of the System, in printed and electronic format: minimum installation
reguirements; an operating manual, including information on substances that
should not be discharged to the System; a protocol for collecting samples; a
maintenance checklist; and a recommended schedule for maintenance of the
System.

The Company shall institute and maintain a program of operator training and
continuing education. The Company shall maintain and annually update, and
make the list of qualified operators available by March 1% of each year. The
Company shall also make the list known to the local approving authorities, the
Department and users of the technology.

The Company or its designee shall conduct a review of the System prior to the
sale of any unit to ensure that the proposed use of the System is consistent with
the unit’s capabilities and shall certify in writing, as described in paragraph V. 1.
above, that the intended use conforms to this Modified Approva and any
requirements of the Company and submit a copy of that certification to the local
approving authority and the System owner.

Prior to the issuance of a Certificate of Compliance for the System, the Company
or its designee shall conduct an inspection of the facility prior to system startup
and certify in writing to the local approving authority and the System owner that
the unit has been installed in accordance with the Company’ s requirements and
this Modified Approval. The Certification shall be consistent with the model
attached hereto as Exhibit B. This certification in no way changes the
requirements of 310 CMR 15.021(3).

The Company or the Company’s approved operation and mai ntenance contractor
shall maintain a contract with the System owner throughout the Provisional Use
Modified Approval period until the System is Certified for General Use by the
Department that:

a provides for operating and maintaining the System with an
operator that has been trained by the Company to operate the
System consistent with the System'’s specifications and any
additional operation and maintenance requirements specified by
the designer or by the Department;

b. contains procedures for notification to the System owner, the
Department and the local approving authority withinfive daysof
knowledge of a System failure and for corrective measures to be
taken immediately;
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10.

11.

C. contains a plan to determine the cause of effluent limit violations
for total nitrogen excluding the first three months of operation, if
such violations occur on two consecutive sampling events; and

d. provides the name of an operator, which must be a Massachusetts
certified operator if oneisrequired by 257 CMR 2.00, that will
operate and monitor the System (hereinafter the " System
operator"). The System operator must inspect and operate and
maintain the System at least every three months and anytime there
isan alarm event for residential facilities with a design flow less
than 2,000 gpd and, unless otherwise approved in writing by the
Department at least monthly for facilities with adesign flow 2,000
gpd or greater and for all non-residential facilities

The Company shall conduct a performance evaluation in accordance with 310
CMR 15.286(6) starting after at least 50 systems have been installed under this
approval issued to the Company or to Smith & Loveless, Inc. or for prior versions
of these approvals and operating for at |east three years. In those cases where the
Company also installed and collected operating results from Pilot Use Systems or
other Systems located in areas not defined as DEP nitrogen sensitive areas, the
results from those Systems can be used in the 50 System total, provided that the
Company can document that the models installed are the same models this
Approval appliesto, and that inspection and sampling was conducted in
accordance with this Approval, and that the results were collected over athree
year period. A report shall be submitted to the Department no more than 180 days
beyond the three year period evaluating whether at least 90 percent of the units
installed for at least three years are meeting the effluent limits as presented in
Section I11 items 10 and 11 and describing any changes in the design, installation
and/or operation or maintenance that have been or will be taken to meet the 90
percent target. If the System does not meet the 90 percent requirement, the report
shall detail the changes that must be made in design, installation and/or operation
or maintenance to meet the goal and include a schedule containing a deadline for
implementing those changes.

The Company shall furnish the Department any information that the Department
requests regarding the System within 21 days of the date of receipt of that request.

The Company shall include copies of this Modified Approval with each System
that issold. Inany contract executed by the Company for distribution or re-sale
of the System, the Company shall require the distributor or re-seller to provide
each purchaser of the System with copies of this Modified Approval

If the Company wishes to continue this Modified Approval beyond its expiration
date, the Company shall apply for and obtain arenewal of this Modified
Approval. The Company shall submit arenewal application at least 180 days
before the expiration date of this Modified Approval, unless written permission
for alater date has been granted in writing by the Department. This Modified
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12.

Approval shall continue in force until the Department has acted on the renewal
application.

The Department may require the Company to perform evaluations of system
performance, conduct tests, and take corrective action when, based upon a
preponderance of the available data and information, it is necessary to take such
actions to ensure technology performance complies with this Modified Approval.

VI.  Reporting

1.

All notices and documents required to be submitted to the Department by this
Modified Approval shall be submitted to:

Director

Watershed Permitting Program
Department of Environmental Protection
One Winter Street - 6th floor

Boston, Massachusetts 02108

All inspection forms and sampling results collected by Operation and
Maintenance contractors shall be submitted to both the Department and the
Company.

VIl. Rightsof the Department

1.

The Department may suspend, modify or revoke this Modified Provisional Use
Approval for cause, including, but not limited to, non-compliance with the terms
of this Modified Approval, non-payment of the annual compliance assurance fee,
for obtaining the Modified Approval by misrepresentation or failure to disclose
fully al relevant facts or any change in or discovery of conditions that would
constitute grounds for discontinuance of the Modified Approval, or as necessary
for the protection of public health, safety, welfare or the environment, and as
authorized by applicable law. The Department reservesits rights to take any
enforcement action authorized by law with respect to this Modified Approval
and/or the System against the System owner, System operator, and/or the
Company.

VIII. Expiration date

1.

Notwithstanding the expiration date of this Modified Approval, any System sold
and installed prior to the expiration date of this Modified Approval or any
continuation of this Modified Approval, that is approved, installed and maintained
in compliance with this Modified Approval (asit may be modified) and 310 CMR
15.000, may remain in use unless the Department, the local approving authority,
or a court requires the System to be modified or removed, or requires discharges
to the System to cease.

Final MPUA Bio-Micro



